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ONSOZ (FOREWORD)

Nevka Composite House, Konya 3. Organize Sanayi Bolgesinde 2014 yilinda KAHVECI
OTOMOTIV biinyesinde 24.000m? kapali alanda kurulmustur. Kompozit Ev, Konteyner,
Mush-Room Ev, 3D Panel, Banyo, Kap! ve Foseptik Tank hizmeti vermektedir.

Nevka, SMC (Sheet Moulding Compound) teknolojisini, ekonomik ve pratik yasam al-
anlari ile bulusturdu. Projelerinin ortak amaci yasam alanlarinin kullanim amaglari ister kisi-
sel, isterse profesyonel olsun, farkli iklim kosullarinda saglikli, standardi uzun 6mirli
yuiksek kalitede ¢oziimler sunabilmektir.

Ne Uretiyoruz?

- Kompozit Ev

- Mush-Room Ev

- Kompozit Konteyner
- 3D Panel

- Foseptik Tank

- Banyo

- Kapi

-Celik Yapilar

SMC (Sheet Moulding Compound)
Polyester, cam elyafi, mineral
dolgu maddeleri, pigmentler ve
cesitli katki maddeleri bulunan,
iki naylon arasinda istenilen renk
ve Ozellikte, levha seklinde
kaliplanabilir ve kompozit bir
malzemedir.

SMC (Sheet Moulding Compound)
content in polyester, glass fibers,
mineral fillers, including pigments
and material with various
additives can be shaped like
plate between two plastics
and it’s a composite
material.

Nevka Composite House was founded on 24.000 m2 closed area in Konya at 3. Organized In-
dustrial Site within the structure of Kahveci Otomotiv in 2014. Nevka Composite House Company
manufacture Composite Houses, Containers, Mush-Room House, 3D Wall Panels, Doors and
Septic Tanks.

Nevka Composite House has met SMC (Sheet Moulding Compound) technology with eco-
nomic and practical living environments. The main purpose of the projects , whether for individ-
ual or professional use, is to offer high quality, long-life, healthier solutions at various whether
conditions as standard.

SERTIFIKALARIMIZ (OUR CERTIFICATES)
- 1ISO 22000:2005

- 1S0O 18001:2007

- 1SO 14001:2004

- 1SO 9001:2008

- TS EN 1SO 3834-2:2007

- EN 1SO 3834-2:2005

- TS EN 1090-1:2009+A1:2012

- EN 1090-1:2009+A1:2011

- CE (TS EN 12100)
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What We Produce?

- Composite House

- Mush-Room House

- Composite Container

- 3D Panel

- Septic Tank

- Unit Bathroom

- Door

- Steel Construction
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kurulum kolayligina sahiptir.

e Dis ve oda duvarlari 100mm kalinhginda SMC panel olup arasi polisoziyonat (PIR) yanmaz, yiiksek
Isi ve ses yalihimina sahip poliliretan dolguludur.

* Paneller alt ve Ust kirislere, direklere gegme sistemi ile monte edilmektedir. Hava akimini ve yalitimi
muhafaza etmek icin contalama yapilmistir.

* Evlerde gelik ve beton konstriiksiyon kullanilmamaktadir. Tamami %30 cam elyafli, a class, UL 94 B
sinifi yanmaz o6zelligi olan SMC hammaddesinden imal edilmektedir.

* Yiksek siddetteki depremlere ve her tirli doga sartina dayanikli olup, celik yapilara nazaran daha
yliksek mukavemete sahiptir.

* Modliler sistem olmasi itibari ile sonradan istenilen her tirll i¢ ve dis dizayn esnekligine sahip olup,
istenildiginde yedek ve ilave parga saglanir.

* Her hava sartlarina dayanikli, yliksek isi ve ses yalihmina sahiptir.

* SMC hammaddesi anti bakteriyeldir.

¢ Tum sihhi tesisat, elektrik tesisaty, istenirse kalorifer tesisati panel icinde désenmis olarak hazirlanir,
ic ve dis cephede goziikmez.

¢ Tavan ve zemin panelleri istenen renk ve desende Uretilmekte.

o Kapilarin tamami, yer kazanmak icin duvar icine stirgllt seklinde yapilmistir.

o Tasiyici kiris, direk ve baglantilari SMC’den imal edilmistir

T EVIN AVANTAJLARI (ADVANTAGES OF COMPOSITE HOUSE)

* As a modular system, great flexibility in design. Lighter, easier transport and installation, also easily de-
mountable

» Outer and room walls made of SMC panels of 100 mm thickness, filled with fireproof polyisocyanate
(PIR), offering high heat resistance and sound insulation thanks to polyurethane fill

* Panels are connected to beams and columns by a click-system. Sealing is available to provide higher insu-
lation

* No concrete or steel structure is used, wholly manufactured of 30% fiber glass and carbon fiber, A class,
and of UL 94 B Class fireproof SMIC raw material

» Resistant to earthquakes of higher scales, provides higher resistance compared to steel structures

* As a modular system design, it provides an inner and outer design flexibility, additional unit or spare part
is supplied when required

» [ts raw material SMC is anti-bacterial

» All sanitary and electrical equipment, if required heating equipment, is installed in panels, not seen from
neither outside nor inside

* Floor and roof panels are manufactured in any desired color or pattern.

o All doors are sliding in walls to offer larger spaces

o All bearing posts, beams are made of SMC

 If no foundation available, optional plug into ground is also available

in aras| Poliizosiyaniirat (PIR) yanmaz ve Isi yaliitmi gok yiiksek politiretan dolgulu 100 mm kalinligindadir.
Tagtyici Sistem: Tasiyici kiris, direk ve baglanti pargalari da SMC'den imal edilmektedir.

Duvar Panelleri: 100 mm kalinliginda olan, panellerin goriinim ytizeyleri diiz ve kabartma desenli olarak 2 tipte, istenilen renk desende ¢ok 6zel metotlar ile kaliplama esnasinda uretillmektedir.

Duvar Ebatlari: 500x2750x100, 1000x2750x100 ve 1500x2750x100 mm Cati, Tavan ve Taban Ebatlari: 1000x1500x50, 1000x2000x50 ve 1000x3000x50 mm

Yalitim: ig ve dis kesitlerinde 3 mm SMC levha, arasi 42-45 Kg/m3 yogunlukta Poliizosiyaniirat (PIR) malzeme dolguludur. Isi yalitmi 10 cm i ve dis duvarda 0,09 W/m?, 5 cm Gati, Taban ve Tavan panellerinde 0,16 W/m? ve altindadir.

Kar Yiikii: 150 kg/m? Riizgar Hizi: 120 km/sa iklim: Her tiirlii iklim sartlarina uygundur, Nemden etkilenmez, sisme yapmaz.

Elektrik ve Sihhi Tesisat: Bina sihhi ve elektrik tesisat (sicak, soguk su tesisati, atik su tesisati, Kalorifer tesisati) tiretim esnasinda panel icerisine yerlestirilip sonradan politiretan dolgu igerisinde kalmaktadir. Boylece siva tstii denilen tesisat

yapilmasina gerek kalmaz.

Our houses are manufactured entirely from SMC materials fabricated by molding method. In iron, cement, building materials such as wood and plastic are not used. (Excluding Window and Door Street) Building interior and exterior
wall panels from 3 mm thick polyisocyanurate SMC panels (PIR) and fireproof polyurethane insulation is very high thickness of 100 mm.

Carrier System: Carrier beams, poles, fittings are also manufactured from SMC.

Wall/Roof Panels: The View surface of the SMC wall panels with thickness 100 mm are manufactured in two types as during molding with very specific methods in the desired color pattern.

Wall Size: 500x2750x100, 1000x2750x100 ve 1500x2750x100 mm Roof, Ceiling and Floor Size: 1000x1500x50, 1000x2000x50 ve 1000x3000x50 mm

Insulation: 3mm SMC plaque with filling polyisocyanurate(PIR) between 42-45Kg/m3 at the inner and outer sections. Heat insulation is 10 em inner and outer wall 0,09 W/m? Scm roof, floor and ceiling panels 0,16 W/m? and under.

Snow Load: 150 kg/m? Wind Speed: 120 km/h Climate: Suitable for every kind of climate conditions. Due to the structure, it’s moisture resistant and it’s swelling proof.

Electricity And Sanitary System: Building sanitary system and electricity (hot-cold water installation, sewage installation, central-heating installation) is placed inside the panel during the production afterwards it stays in the polyurethane

filler. By this way, without need to installation called surface mounted, building aesthetic doesn’t disturb.

Duvar Paneli Kesiti
(Wall Panel Section)
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Ev Ebatlari: 8000x5000x100mm | 15m?Salon & Mutfak, 12m? Yatak Odasi, 4m?Banyo, 4m?Antre ve 5m’Veranda : Ev Ebatlari: 8000x7000x100mm | 28m?Salon & Mutfak, 10,5m? 2 Yatak Odasi, 4m”Banyo, 3m?Gece Holii
Elektrik Tesisat ve Sthhi Tesisat vardir. : Elektrik Tesisati ve Sihhi Tesisat vardir.

istenilen ebatlarda, renk ve desenlerde {Dogal Tas Kaplama, Dogal Ahsap Kaplama) dretilebilir. i istenilen ebatlarda, renk ve desenlerde (Dogal Tas Kaplama, Dogal Ahsap Kaplama) tiretilebilir.
House Size: 8000x5000x100mm [ 15m‘Saloon & Kitchen, 12m’ Bedroom, 4m’ Bathroom, 4m?Entry and 5m? Patio

H There are Electrical Installation and Sanitary Installation. :
In desired sizes, colors and patterns (Natural Stone Coating, Natural Wood Coating) can be produced. $

House Size: 8000x7000x100mm | 28m’ Saloon & Kitchen, 10,5m* 2 Bedroom, 4m’ Bathroom, 3m’Hall
There are Electrical Installation and Sanitary Installation.
In desired sizes, colors and patterns (Natural Stone Coating, Natural Wood Coating) can be produced.
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Ev Ebatlari: 8500x7000x100mm | 27m?Salon & Mutfak, 11m?Yatak Odasi, 13,5m? Yatak Odasi, 4m?Banyo, 4m?Veranda
Elektrik Tesisat ve Sihhi Tesisat vardir.
istenilen ebatlarda, renk ve desenlerde (Dogal Tas Kaplama, Dogal Ahsap Kaplama) Uretilebilir.

House Size: 8500x7000x100mm | 27m?’ Saloon & Kitchen, 11m’ Bedroom, 13,5m’ Bedroom, 4m’ Bathroom, 4m’ Patio

re Electrical Installation and Sanitary Installation.
sizes, colors and patterns (Natural Stone Coating, Natural Wood Coating) can be produced.
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Ev Ebatlari: 9000x7500x100mm

16,5m*Salon, 7,5m* Mutfak, 12,5m’ Yatak Odasi, 10,5m* Yatak Odasi, 4m’ Banyo, 7,5m’ Antre, 9m? Veranda
Elektrik Tesisat ve Sihhi Tesisat vardir.

Istenilen ebatlarda, renk ve desenlerde (Dogal Tas Kaplama, Dogal Ahsap Kaplama) tretilebilir,

House Size: 8000x7000x100mm

16,5m*Saloon, 7,5m’ Kitchen, 12,5m? Bedroom, 10,5m’ Bedroom, 4m?Bathroom, 7,5m’ Entry, 9m?’ Patio
There are Electrical Installation and Sanitary Installation.

In desired sizes, colors and patterns (Natural Stone Coating, Natural Wood Coating) can be produced.
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Bls !lg Ev Ebatlari: 11500x8700x100mm
: 2 2 2 2 2 2 2 2
Ev Ebatlart: 10000x9500x100mm : 32m’Salon, 10m* Mutfak, 12m? Yatak Odasi, 16m’ Yatak Odasi, 12m? Oturma Odasi, 4m’ Banyo, 13m? Antre, 4m” Gece Holu,

24m?Salon, 10m’ Mutfak, 14m? Yatak Odasi, 12,25m? Yatak Odasi, 14m?Oturma Odasi, 4m’Banyo, 11,75m*Antre, 5m*Veranda | : 7m’Veranda
Elektrik Tesisat ve Sihhi Tesisat vardir. s Elektrik Tesisati ve Sihhi Tesisat vardir.
istenilen ebatlarda, renk ve desenlerde (Dogal Tas Kaplama, Dogal Ahsap Kaplama) iiretilebilir. Istenilen ebatlarda, renk ve desenlerde (Dogal Tas Kaplama, Dogal Ahsap Kaplama) Gretilebilir,

House Size: 10000x9500x100mm House Size: 8000x7000x100mm

24m?Saloon, 10m’Kitchen, 14m’ Bedroom, 12,25m? Bedroom, 14m? Living Room, 4m? Bathroom, 11,75m? Entry, 5m? Patio
There are Electrical Installation and Sanitary Installation.

32m? Saloon, 10m’ Kitchen, 12m’ Bedroom, 16m’ Bedroom, 12m?’ Living Room, 4m’ Bathroom, 13m’ Entry, 4m’ Hall, 7m? Patio
There are Electrical Installation and Sanitary Installation.

In desired sizes, colors and patterns {(Natural Stone Coating, Natural Wood Coating) can be produced.

v.fﬂqznevkatom osite
WWW.NEVKacomposite.com
+90 332 239 14 00
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e Hafif, tasima kurulum kolayligina sahiptir.

¢ Dis ve oda duvarlari 50 mm kalinliginda SMC panel olup arasi polisoziyonat (PIR) yanmaz, yliksek isi

ve ses yalihmina sahip poliliretan dolguludur.

e Duvar panelleri istenilen desen ve renklerde, diiz veya kabartma olarak yapilmakta olup Gzeri UV

koruma kaplidir. Boya gerektirmez. Paneller alt ve st kirislere, direklere gegme sistemi ile monte

edilmektedir. Hava akimini ve yaliimi muhafaza etmek igin contalama yapilmistir.

» Konteynerlerde celik konstriiksiyon kullaniimaktadir. Duvar, tavan, taban ve ¢ati panelleri %30 cam

elyafli, A Class, UL 94 B sinifi yanmaz 6zelligi olan SMC hammaddesinden imal edilmektedir.

¢ Modiiler sistem olmasi itibari ile sonradan istenilen her tirli i¢ ve dis dizayn esnekligine sahip olup,

istenildiginde yedek ve ilave parca saglanir.

e Her hava sartlarina dayanikli, yiiksek Isi ve ses yalitimina sahiptir.

* SMC hammaddesi anti bakteriyeldir.

e Tim sihhi tesisat, elektrik tesisaty, istenirse kalorifer tesisati panel icinde désenmis olarak hazirlanir,
i 15, cephede gozlikmez.

NiK BiLGILER (TECHNICAL INFORMATION)

‘S|yanurat (PIR) yanmaz ve Isi yaliimi gok yiiksek politiretan dolgulu 50 mm kallnllgmdadlr

* As a modular system, great flexibility in design,

» Lighter, easier transport and installation, also easily demountable,

* Outer and room walls made of SMC panels of 50 mm thickness, filled with fireproof polyisocyanate (PIR),
offering high heat resistance and sound insulation thanks to polyurethane fill,

* Wall panels are made with design and in colors on demand, coated with anti UV film therefore no paint
is required. Panels are connected to beams and columns by a click-system. Sealing is available to provide
higher insulation,

s Steel structure is used at our containers. Wall, ceiling, floor and roof panels are manufactured with 30%
fiber, A Class, UL 948 Class fireproof SMC raw material.

* As a modular system design, it provides an inner and outer design flexibility, additional unit or spare part
is supplied when required,

» [ts raw material SMC is anti-bacterial,

s All sanitary and electrical equipment, if required heating equipment, is installed in panels, not seen from
neither outside nor inside.

Tastyici Sistem: Konteyner tasiyici iskeleti ve su oluklari Roolform Metodu ile 2mm galvenizli sag malzemeden Uretilmektedir. Sag iskelet demonte olarak sevk edilecek, yerinde civata birlestirme ile montaji yapilacaktir. Yagmur su oluklari ve

borulari direkler arasinda gizli olup disanidan goziikmemektedir.

Duvar Panelleri: 50 mm kalinliginda olan, panellerin goriinim ylizeyleri diiz ve kabartma desenli olarak 2 tipte, istenilen renk desende kaliplama yontemiyle tretilmektedir.

Duvar Ebatlari: 1000x2400x50 mm Tavan ve Taban Ebatlari: 1000x3000x50 mm

Yalitim: ig ve dis kesitlerinde 3 mm SMC levha arasi 42-45 Kg/m?® yogunlukta Poliizosiyaniirat (PIR) malzeme dolguludur. Isi yaliitmi 5 cm ig ve dig duvarda 0,09 W/m?, 5 cm Cati, Taban ve Tavan panellerinde 0,16 W/m? ve altindadir.
Kar Yiikii: 150 kg/m? Riizgar Hizi: 120 km/sa iklim: Her tiirlt iklim sartlarina uygundur. Nemden etkilenmez, sisme yapmaz.
Elektrik ve Sihhi Tesisat: Bina sihhi ve elektrik tesisati (sicak, soguk su tesisat, atik su tesisati, Kalorifer tesisat) tiretim esnasinda panel icerisine yerlestirilip sonradan politiretan dolgu igerisinde kalmaktadir. Boylece siva tistii denilen tesisat

yapilmasina gerek kalmaz.

Our containers are manufactured entirely from SMC materials fabricated by molding method. In iron, cement, building materials such as wood and plastic are not used. (Excluding Window and Door Street) Building interior and exterior
wall panels from 3 mm thick polyisocyanurate SMC panels (PIR) and fireproof polyurethane insulation is very high thickness of 50 mm.
Carrier System: Container undercarriage and water slot are manufactured by Roll form method with 2 mm galvanized sheet and welded construction. Steel plate skeleton will be dispatched unassembled and it will be assembled in its place

with screws. Rainwater gutter and pipes are hidden between beams. They are keep out of sight.

Wall/Roof Panels: The View surface of the SMC wall panels with thickness 50 mm are manufactured in two types as during molding with very specific methods in the desired color pattern.

Wall Size: 1000x2400x50 mm Ceiling and Floor Size: 1000x3000x50 mm

Insulation: 3mm SMC plaque with filling polyisocyanurate(PIR) between 42-45Kg/m3 at the inner and outer sections. Heat insulation is 5 cm inner and outer wall 0,09 W/m? 5cm roof, floor and ceiling panels 0,16 W/m? and under.
Snow Load: 150 kg/m? Wind Speed: 120 km/h Climate: Suitable for every kind of climate conditions. Due to the structure, it’s moisture resistant and it’s swelling proof.
Electricity And Sam'tary System: Building sanirary system and electricity (hat cold water installation, sewage installation, central-heating installation) is placed inside the panel during the production afterwards it stays in the polyurethane

Konteyner iskeleti Taban panelleri Duvar panelleri Gati panelleri Kurulum
kurulur. montajlanir. montajlanir. montajlanir. tamamlandi.
Container frame is Floor panels are Wall panels are Ceiling panels are Installation has been
established. assembled. assembled. assembled. completed.



YATAKHANE KONTEYNER
BEDROOM CONTAINER

. Konteyner Ebatlari: 3000x7000x50mm
Elektrik Tesisat vardir, Sihhi Tesisat yoktur. (Bu tip Yatakhanelerde gerek yoktur.)
 istenilen ebatlarda, renk ve desenlerde (Dogal Tas Kaplama, Dogal Ahsap Kaplama) iiretilebilir.

: Container Size: 3000x7000x50mm
. There is Electrical Installation, No Sanitary Installation. (No need for this type of Bedroom.)
j In desired sizes, colors and patterns (Natural Stone Coating, Natural Wood Coating) can be produced.
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MUTFAK KONTEYNER
KITCHEN CONTAINER

: Konteyner Ebatlari: 3000x7000x50mm
 Elektrik Tesisat vardir, Sihhi Tesisat vardir.
 Istenilen ebatlarda, renk ve desenlerde (Dogal Tas Kaplama, Dogal Ahsap Kaplama) iiretilebilir.

: Container Size: 3000x7000x50mm
: There are Electrical Installation and Sanitary Installation.
 In desired sizes, colors and patterns (Natural Stone Coating, Natural Wood Coating) can be produced.
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OFiS-1 KONTEYNER
OFFICE-1 CONTAINER

Konteyner Ebatlari: 3000x7000x50mm
Elektrik Tesisat vardir, Sihhi Tesisat yoktur. (Bu tip Ofislerde gerek yoktur.)

 istenilen ebatlarda, renk ve desenlerde (Dogal Tas Kaplama, Dogal Ahsap Kaplama) tiretilebilir.

Container Size: 3000x7000x50mm
There is Electrical Installation, no Sanitary Installation. (No need for this type of Office.)

217

OFiS-2 KONTEYNER
OFFICE-2 CONTAINER

Konteyner Ebatlari: 3000x7000x50mm | 1 Oda ve 1 Banyo
Elektrik Tesisat vardir, Sthhi Tesisat vardir.
 Istenilen ebatlarda, renk ve desenlerde (Dogal Tas Kaplama, Dogal Ahsap Kaplama) iretilebilir.

Container Size: 3000x7000x50mm [ 1 Room and 1 Bathroom
There are Electrical installation and Sanitary Installation.

In desired sizes, colors and patterns (Natural Stone Coating, Natural Wood Coating) can be produced.

WWw.nevkacomposite.com



NTEYNER URUNLERi (CONTAINER PRODUCTS)
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EV TiPi KONTEYNER SR B | - - BANYO KONTEYNER
HOUSE CONTAINER N ! BATHROOM CONTAINER

: Konteyner Ebatlari: 3000x7000x50mm | 2 Oda, 1 Antre ve 1 Banyo Konteyner Ebatlari: 3000x7000x50mm | 7 Dus ve 7 Lavabo

Elektrik Tesisat vardir, Sihhi Tesisat vardir. : Elektrik Tesisati vardir, Sthhi Tesisat vardir.
Istenilen ebatlarda, renk ve desenlerde (Dogal Tas Kaplama, Dogal Ahsap Kaplama) uretilebilir. istenilen ebatlarda, renk ve desenlerde (Dogal Tas Kaplama, Dogal Ahsap Kaplama) tiretilebilir.
: Container Size: 3000x7000x50mm | 2 Room, 1 Entry and 1 Bathroom : . Container Size: 3000x7000x50mm | 7 Shower and 7 Sink
There are Electrical Installation and Sanitary Installation. There are Electrical Installation and Sanitary Installation.
In desired sizes, colors and patterns (Natural Stone Coating, Natural Wood Coating) can be produced. i . In desired sizes, colors and patterns (Natural Stone Coating, Natural Wood Coating) can be produced.

KIZILAY KONTEYNER : - = WC KONTEYNER
RED CRESCENT CONTAINER : : WC CONTAINER

{_J‘/ T'T\\

Konteyner Ebatlari: 3000x7000x50mm | 1 Oda ve 1 Banyo : Konteyner Ebatlari: 3000x7000x50mm | 7 WC ve 7 Lavabo

Elektrik Tesisat vardir, Sihhi Tesisat vardir. : : Elektrik Tesisat vardir, Sihhi Tesisat vardir,

istenilen ebatlarda, renk ve desenlerde (Dogal Tas Kaplama, Dogal Ahsap Kaplama) tiretilebilir. istenilen ebatlarda, renk ve desenlerde (Dogal Tas Kaplama, Dogal Ahsap Kaplama) tiretilebilir.
Container Size: 3000x7000x50mm | 1 Room and 1 Bathroom . Container Size: 3000x7000x50mm [ 7 WC and 7 Sink

There are Electrical Installation and Sanitary Installation. : There are Electrical Installation and Sanitary Installation.

/n desired sizes, colors and patterns (Natural Stone Coating, Natural Wood Coating) can be produced. i Indesired sizes, colors and patterns (Natural Stone Coating, Natural Wood Coating) can be produced.



% ¥ * Boxes are modular system, allowing design flexibility. Spare part or unit is supplied when required
. Kulube duvarlari 100mm kalinliginda, %60 cam elyafli class a, UL 94 B sinifi yanmaz ozellige sahip ham- * Boxes’ walls are of 100 mm thickness, made of 60% fiber glass and carbon fiber, A class, and of UL

maddeden imal edilmektedir. 94 B Class fireproof SMC raw material

* Kultbelerde celik ve beton kullaniimamaktadir. Celikten daha dayanikli ve daha hafif olan hammadde ve * No concrete or steel structure is used. They are manufactured in molding method, using SMC as raw
diger materyaller ilave edilerek kaliplama metodu ile imal edilmektedir. material which is lighter and more resistant than steel

e 7,62x51mm ¢ap ve tipinde zirh delici mermiye 90 derece agl ve 10metre mesafeden EN 1063-EN2000/01 e |t is bullet proof, offering EN 1063-EN2000/01 Br7 Proof level, tested with 7,62x51 mm diameter
Br7 koruma seviyesine sahiptir. armour piercing bullet, shot from 10 meter distance at 90"

e Her tUrl0 doga sartlarina dayaniklidir. Yiksek ses ve 1si yalitimina sahiptir. » Resistant to all weather conditions. Offer high soundand heat insulation

* Demonte ve birim parcanin hafif olmasindan dolay: sevkiyati ve kurulumu kolaydir. e Easier transport and erection thanks to disassembled and low-weight unit
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¢ Bankamatik duvarlari 100mm kalinliginda, %60 cam elyafli
class A, UL 94 B sinifi yanmaz 6zellige sahip hammaddeden imal
edilmektedir.

e Her tiirll doga sartlarina dayaniklidir.

¢ Demonte ve birim parcanin hafif olmasindan dolay sevkiyat
ve kurulumu kolaydir.

imdada yetisen SMC Uyku Kabinleri, basit kurulumlari ve amaca yonelik
tasarimlariyla uzun yolda dinlenebilmeniz icin diistiniImustiir ve size konforu
yasatacaktir.

The lifesaver SMC Sleep Boxes for the passengers who need to stay in the air-
ports, in the passenger-waiting rooms, with their simple installations and pur-
posive designs are thougth for your long distance resting and make you feel
comfort. X

¢ Cashomat’s walls are of 100 mm thickness, made of 60%
fiber glass and carbon fiber, A class, and of UL 94 B Class fire-
proof SMC raw material,

* Resistant to all weather conditions.

e Easier transport and erection thanks to disassembled and
low-weight unit.

>

istenilen desen ve tipte iretilen 5/ C biifelerimiz, tiim
yap! malzemelerinden daha dayaniklidir. Kesinlikle doga
olaylarindan etkilenmez. Yiiksek koruma seviyesine sa-
hiptir.

200 0y 0

Our S\IC buffets which are produced in the desired
pattern and style are more resistant to all construction
materials. Not be affected by natural phenomeno.lIt has
high protection level.

,_quFevkaLom osite
WWW.Nevkacomposite.com
+90 332 239 14 00



CiBUTi MULTECi KAMPI (300 adet KONTEYNER) - The King Salman Center for Humanitarian Aid and Reliei

D)BOUTI REFUGEE CAMP (300 pcs CONTAINER) - The King Salman Center for Humanitarian Aid and Relief
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likgi, |ske|et5|z bir ev sunuyon Ekolojik olarak geri donu5um|u ma|zemeler iceren Mush- Room evleri
yuksek bir koruma ve dayanikhlik saglamak igin dizayn edilmistir.

iskeletsiz Mush-Room Evlerinin kurulumu ise oldukga basittir. Ug kisi tarafindan 4 ya da daha az
saatte montaji yapilabilen 1/8 ing kalinliginda, i¢ blikey panellerden yapilmaktadir. Mush-Room evler-
imizin montaji fazla arag ve gerec gerektirmez.

Gorinum olarak kubbe seklinde olan evlerimiz; paslanmaz, yagmur gecirmez, cetin kis kosullarina
ve yaz sicaklarina dayanikhdir. Ayrica hafif, kurulum kolayhgina sahiptir. Mush-Room Evleri; evsizler
icin gegcici evler, afetzedeler icin acil siginaklar, askeri uygulamalar, kamplar, kaplicalar, stiidyolar,
atolyeler, gecici yerlesim yerleri, depolama yerleri, insaat kultibeleri, kamplar, afet merkezleri, turis-
tler icin kiralik evler gibi cok amagli kullanilabilir.

Mush-Room Evleri bir binanin saglamligiyla bir ¢adirin esnekliginin birlesme 6rnegidir. Her bir
Mush-Room Evinin bir kapisi vardir ve maksimum bes pencere yerlestirilebilir. Her renk ¢esidi mevcut-
tur. Bakimi ise su ve sabunla yikanacak kadar basittir. Mush-Room Evleri tiim iklim kosullarinda eneriji
tasarrufu da saglamaktadir.

ALAN (AREA)
21,9 m?

CAP (DIAMETER)  YUKSEKLIK (HEIGHT)
5.182 m 3m

3,7 M

-1 Antre (1 Entrance)

- 3 Pencere (3 Window)

- 1 Kafes Pencere (1 Mesh Window)
- 1 Ek Kapi (1 Additional Door)

- 1 Antre (1 Entrance)
- 2 Pencere (2 Window)
- 1 Kafes Pencere (1 Mesh Window)

- 1 Antre (1 Entrance)
- 2 Pencere (2 Window)

Introduces an innovative frameless Mush-Room House; storable, durable, affordable, portable, easily
assembled, weatherproof. The Mush-Room Houses which have ecological materials are designed for pro-
vide high durability and protection.

Framless Mush-Room Jouses are manufactured from 1/8 inch thick concave panles that can be assem-
bled by three people in less than four hours. There is no need too much tools for the assembly of our
Mush-Room Houses.

Our round shape Houses are lightweight, rustproof, rainproof and can resistant to harsh winter weath-
er and summer heat. The Mush-Room Houses are used for a variety of purposes such as transitional
housing for homeless,emergency shelter for disaster victims, military applications, camps, studios, spa,
workshops, temporary habitations, storage sheds, disaster shelter, tourist rentals..

Mush-Room House is an example of combine the durability of a building and the flexibility of a tent.
Each Mush-Room has one door and maximum fine windows, and are made in color on demand. The
maintenance is very simply a matter of washing with soap and water. Besides, it provides energy efficient
in all climates.

ALTERNATIF 1
(Alternative 1)

Bedroom ,

ALTERNATIF 2
(Alternative 2)




i¢ Gérunt (Internal Views)




i * As a modular system, it allows a flexibility in design.
o Hafif, tasima kurulum kolayhgina sahiptir. » Light, easier transport and erection.
* Paneller istenilen desen ve renklerde, tizeri UV koruma kapli yapilabilir. * Wall panels are made with design and in colors on demand, coated with UV.
e Tamami %30 cam elyafli, a class, UL 94 B sinifi yanmaz 6zelligi olan SMC hammaddesinden imal * Whole manufactured of 30% fibre glass and carbon fiber, A class, and of UL 94 B Class fireproof SMC
edilmektedir. raw material.
¢ Modller sistem olmasi itibari ile sonradan istenilen her tiirlii i¢ ve dis dizayn esnekligine sahip olup, * As a modular system design, it provides an inner and outer design flexibility, additional unit or spare
istenildiginde yedek ve ilave parca saglanir. part is supplied when required
e Her tlrld hava sartlarlna dayanikh olup, yliksek 1si ve ses yaliimina sahiptir. * Resistant to all weather conditions. Offers high sound and heat insulation
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kadar 2 panel arasinda

)
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Clip- '-ﬂ: Sistemli 3 Boyutly,
paneller sag profiler arasina

oliform Metodu ile uretllm|$ Clip-in
izli Tagiyici Sistem) 0,80mm Galva-

gorlinen profil,
Algipan Havuz, Ahsap veya her-

gILTV';argI:/fjacl’asrelges‘;iﬂreliﬁanele £Qfe sikistirarak sabitlenir. bosluk kalmayacak sekilde hangi bir cerceve ile kapatilir. And finally...
Elipin (Clipoln Systeni) whic 1& pro- 3D wall panels with Clip-in tek.rar edilir. _ _ The proﬁle which seems at the
ducad by rollform method, 0,88 gal- System are tight and fix be- Thl§ process will continue edges is covered by plaster-

St tween plate profile. until there won't be a space board, timber or any frame.

vanized plate is fixed to the wall by
screws according to selected panels.

between the 2 panels.

Tavan Sematik i¢ Goruntiisi
Schematic Inner View of Ceiling

Baglant Girig Noktas! Ug Kdseli Girig Noktas! / Three Cornered Inlet Point
Junction Inlet Point =4 \\Mma\man Asma Yeri / Ceiling Hanging Area
Aslkl Elemlaru S .
icten Kurulum Goriintiist Onden Kurulum Gériintiist Hanging Equipment —

Inner View of Installion Front View of Installion

Baglant1 Aparati
Junction Equipment

Ustten Kurulum Gériintisi Kése Proﬁlli ——
Upper View of Installion Corner Profile
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Smell of Daisy Icy Cube Angel Wings Heartbeat Crystal Palace Sundown Joy of Spring Shining Star Arrow

30.30001 30.30002 30.30003 30.30004 30.30005 30.30006 30.30007 30.30008 30.30009
Endless Edge of Crystal King of Crown Spring Flower Chain of Happiness Twilight Flowers of Heaven Braid Wall Autumn Sadness
30.30010 30.30011 30.30012 30.30013 30.30014 30.30015 30.30016 30.30017 30.30018

Deepness of Sea Sound of Silence Crown of Sultan Calmness Snowflake Ocean Waves Sea Waves
60.60001 60.60002 60.60003 60.60004 60.60005 60.60006 30.60001

Infinity Silver Lea White Stork 6060 White Stork 3060 hite Stork 303

60.60008 30.3002 60.60010 30.60001 30.30022
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30.30001
SMELL OF DAISY

30.30003
ANGEL WINGS
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30.30012
KING OF CROWN




30.30015
TWILIGHT
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..... "K"é'plama Panellerimiz tamamen SMC hammaddesinden kaliplama yontemi ile fabrikasyon Our SMC Coating Panels are manufactured entirely from SMC materials fabricated by molding
tretilmektedir. 3 mm kalinliginda, %30 cam elyaf takviyeli A Class BS1d0 Yanmazlik 6zelligine sahip method. 3 mm thick SMIC panels reinforced with 30% glass fiber Flammability Classification A Class bs1d0
anti bakteriyel kompozit malzemeden 100 Kg/ cm? basing altinda 140 ile 150 C° sicaklik pres altinda featuring antibacterial composite material 100 Kg / cm? under pressure is produced by molding method
kaliplama metodu ile imal edilmektedir. at 140 to 150 ° C die temperature.

CNC Kesim, Dogal Ahsap, Dogal Tas Kaplama kaliplama esnasinda uygulanabilir. CNC Cutting, Natural Wood Coating and Natural Stone Coating can be applied during molding.
Kullanim Alanlari: Cephe Kaplamalarinda, ic Dekorasyon, Mobilya ve Kapak Kaplama, Ugak ve Yatlar- Areas of Usage: Frontal Coating, Interior Decorations, Furniture and Cover Coating, Airplanes and Yachts,

da, Fuar Standlari. Fair Stands.

SMC Panel Ahsap Kaplama + CNC Kesim
SMC Panel Wood Coating + CNC Cutting

SMC Panel Ahsap Kaplama + CNC Kesim SMC Panel Ahsap Kaplama + CNC Kesim SMC Panel Ahsap Kaplama + CNC Kesim
SMC Panel Wood Coating + CNC Cutting SMC Panel Wood Coating + CNC Cutting SMC Panel Wood Coating + CNC Cutting

. | : ST a T
hsap Kaplama + CNC Kesim SMC Panel Ahsap Kaplama + CNC Kesim SMC Panel Ahsap Kaplama + CNC Kesim SMC Panel Ahsap Kaplama SMC Panel Boyali + Uzeri CNC Kesim Panel
ood Coating + CNC Cutting SMC Panel Wood Coating + CNC Cutting SMC Panel Wood Coating + CNC Cutting SMC Panel Wood Coating SMC Panel Painted + CNC Cutting Panel



Dogal Tas Kaplama istenildiginde SMC Panel yiizeyine presleme esnasinda basilir. istenilginde ise tek basina kullanilabilir. Ayrica 60x60 Panellerin yiizeyine basilip, Clip-in Sistemiyle montaj edilebilir.
Natural Stone Coating is pressed on the SMC panel surface during pressing. It can be used on its own if desired. Also Natural Stone can be pressed 60x60 Panels and installed with Clip-in System.
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. SMC, gell;en teknoloji ile dayanikhlik olarak metalden daha dayanikl, bilinen butiin plastikle-

rden daha uzun 6mirli ve korozyona dayanikhidir. Hijyenik gida tiizligline uygun koku yapmaz ¢lru-
mez sicaktan ve soguktan etkilenmez. Gelistirmeye uygun bir malzemedir. Nevka alisiimisin disina ¢i-
karak otomotiv sektériinde yaygin olarak kullanilan bu malzemelerle su tanki imalati yapmaktadir.
Ozellikle yer altinda yagmur suyu depolama, temiz su depolama, fosseptik cukurlari ve evsel atiklarin
depolanmasi, cokertilmesi, ariilmasinda, evsel yagi atiklarinin suda ayristirilmasinda rahatlikla kul-
laniimaktadir.

Yer Ustl ve yer altinda kullanilabilir. Yer Ustlinde glines isinlarindan ve diger doga olaylarindan et-
kilenmez. Yer sikintisi oldugunda vyer altina rahatlikla gémdilebilir. iceriden-disariya, disaridan-iceriye
sizinti yapmaz, yosun tutmaz, koku yapmaz. Yiiksek mukavemetlidir. Her tiirlii depreme dayaniklidir.
istege ve kullanim ihtiyacina gére bireysel evlerden toplu yerlesim sitelerine, kiiciik atolyelerden
bulytk fabrikalarin ihtiyaglarina gore sistemsel olarak istenilen ebat ve kapasiteye uygun olarak akse-

suarlari ile birlikte montaji yapilip hizmetinize sunulur.

* Temiz Su Tanki
* Fosseptik Tanki

eYagmur Suyu Tanki

eYag Ayristirma Tanki

TANK vs DIGERLERi (SMC TANK vS OTHERS)

SMC FOSEPTIK TANK
(SMC SEPTIC TANK)

BETON GUKURU
(CONCRET HOLE)

DIGERLERI
(OTHERS)

Yapim
(Construction)

Hava kogullanna bakilmaksizin kurulum
yapilir.

(Setup made regardless of weather
conditions)

Hava kogullar: dikkate alinmalidr.
(Weather conditions have to be considered)

Hava kosullan dikkate alinmalidir.
(Weather conditions have to be considered)

Kimyasal Asinma
(Chemical Wear)

Asinmaz
(No wear)

Aginir
(Wear)

Asinir
(Wear)

Sizinti
(Leakage)

Sizinti olmaz.
(No leakage)

Sionts yapabilir.
(May leak)

Sizint yapabills.
{May leak)

Dayamklihk
(Resistance)

50 yidan fazla her tlrld sarta dayanikhidie,
(May resist to all conditions for mare than
50 yeors)

5-10 yil dayanabilir
(May resist for 5 to 10 yeors)

20 yil dayanabilir.
(May resist for 20 years)

Kopladigi Alan
(Surface Covered)

15m2

27m2

22m2

Hacim
(Volume)

206m3

167m3

Kurulum
(Setup)

2 gln {days)

6 gon (doys)

10-12 gln (days)

Temizlik
(Cleaning)

Kolay temizlenir.
(Easy to clean)

Zor temizlenir,
(Hord to clean)

Zor temizlenir
{Hard to cleon)

Su Tuketimi
(Water Consumption)

Su tasarrufu saglar
{Water economy)

Su kullznim daha faziadir.
{More water consumption)

Su kullanimi daha fazladir,
(More water consumption)

Gérseller
(Pictures)

SMC stands for Sheet Molding Composite. Thanks to improved technology, it is more resistant than
any metal, having more lifetime compared to plastics, and is also stainless free. It is conform to food regu-
lations, does not lead to a bad smell, doesn’t get effected by the warm and cold weather temperatures. It
is a highly convenient material for development. NEVKA, going beyond the usual, uses this material which
has a wider application in the automotive sector, to manufacture water tanks. These tanks can be easily
used for the storage of rain water, drinkable or wastewater, as a septic, storage tank or a separation tank
to separate oil from the water of Household waste.

It can be used either on the ground or underground. It is not worn by the sun light or other natural
events when on the ground. In the need of space, it can be easily placed underground. There is no leakage
risk in both ways neither from outside nor inside, no moss or stink either. It yields higher resistance to high
scale earthquakes. It can be offered to Households or collective settlements, according to the need or pur-
pose of use of a small sized workshop or larger sized factory with dimensions or capacity required, to be
provided with all its accessories and set-up.

» Clean Water Tanks e Rainwater Tanks
s Septic Tanks e Waste Oil Tanks

Nihj,..SECENEKlERi (INSTALLATION OPTIONY)




-(CPANDARD TANKS)

1.000 It, 1.500It ve 2.000 It olmak lizere 3 gesit standart tank vardir.
There are 3 type of standard tanks as 1.000It, 1.500It and 2.000lt.

4

1018,
888,44

1003,6

1706,7

1320,8
1187,2

1 metreden istenilen ebat ve kapa-
siteye gore, 1 metre katlarinda

~ Menhol Kapagi

(Menhol Cover) 1960,8
3.000 It kapasite artirtmi ile
i Yan Kapak
buydtulebilir. (Side Cover)
It can be enlarged by the multiples Ara Kapak
1m equivalent to 3.000 It, which is (Space Cover)

the minimum, according to the re-
quired dimension and capacity.
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WWw.nevkacomposite.com
+90 332 239 14 00



o Modular system, it allows a flexibility in design flexibility. And offers high sound and heat insulation

Hafif, tasima kurulum kolaylhigina sahiptir. » Light, easier transport and erection

Duvar panelleri istenilen desen ve renklerde yapilmakta olup tzeri UV koruma kaplidir. * Wall panels are made with design and in colors made on demand, coated with UV therefore.

¢ Celik ve beton konstriiksiyon kullanilmamaktadir. Tamami %30 cam elyafli, a class, UL 94 B sinifi * No concrete or steel structure is used, wholly manufactured of 30% fibre glass and carbon fiber,  Aclass,

yanmaz ozelligi olan SMC hammaddesinden imal edilmektedir. and of UL 94 B Class fireproof SMC raw material

* Modliler sistem olmasi itibari ile sonradan istenilen her ttirll i¢ ve dis dizayn esnekligine sahip e As a modular system design, it provides a flexibility in inner and outer design, additional unit or spare
part is supplied when required further to the use

olup, istenildiginde yedek ve ilave parga saglanir.
O

SAGLIKLI YUZEY
HEALTHY SUR y

AYDINLATM/
\LIGHTING ,
ALAN COZUMLERI

AREA SOLUTION

[

HIZLI KURL
FAST DRYING

)

ANTIBAKTER]YE
ANTIBACTERIAL

KOLAY TEMIZLIK

EASY CLEANING

:

BM-1014

BM-0909 BM-1419

BH-1216

BM-1020 BM-1718

BM-1116

BW -1326 BW-1420

BW-1624 BW-1622 BW-1620 BW-1616 BW-1416

BW-1820




min install size 1400
internal size 1300 ‘
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min install size 1750

internal size 1600

min install size 1550

internal size 1400

min install size 1750

min install size 1950

internal size 1600

min install size 1350
internal size 1200

min install size 1750
internal size 1600

min install size 1652

internal size 1583

internal size 1200
min install size 1272

min install size 2150

internal size 2000

internal size 1400

min install size 1550

min install size 2100

B _internal size 2001
4

min install size 1800
internal size 1700




min install size 1750

internal size 1600

i

7N
)
internal size 1100

min install size 1250

__min install size 1750
internal size 1600

AN ) 1
= 0

i

009} 8zis jeussjul
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min install size 2150

| internal size 2000

min install size 1150
internal size 1000

A

min install size 1750

L _internal size 1600

min install size 1500
internal size 1350

min install size 1550

internal size 1400

min install size 1150

internal size 1000

_min install size 2030
internal size 1880

internal size 1400
min install size 1550

1
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e Kapi dis ylzeyleri SMC panel olup arasi polisoziyonat (PIR) yanmaz, yuksek isi ve ses yalitimina sahip

politiretan dolguludur.

« istenilen desen ve renklerde yapilmakta olup tizeri UV koruma kaplidir. Boya gerektirmez.

e Tamami %30 cam elyafli, a class, UL 94 B sinifi yanmaz 6zelligi olan SMC hammaddesinden imal
edilmektedir.

¢ Celik kapilara nazaran daha yliksek mukavemete sahiptir.

e Her tlrll hava sartlarina dayanikli olup, yliksek isi ve ses yaliimina sahiptir.

| | - . Su gegirmez, Ucuz, Dayanikli,

l | 3 Deformasyona Ugramaz, Parcalanmaz

| Water proof, Cheap, Strong,

’ Resistance of Deformation, Not Cleaved
|

= \ ] i n;l i
| ; \*7\5 W
— | = ),

Ll

=

|
SMC oda kapilarimiz darbeye karsi dayanikhidir, zamanla sekil degistirmez, modern bir goriintiist vardir. Yalitim 6zel-

SMC Panel Cesitli Renk Segenekleri Sunar.
It Offers Various Types of Colours.

Politretan Kopiik Dolgu Sayesinde Mikemmel
Ses Emilimi

Thanks to Polyurathane Foam, It Offers a Perfect
Sound Insulation.

ODA KAPISI (ROOM DOOR)

likleri gok iyidir, atese dayaniklidir, ayrigsma ve korozyona ugramaz.

Kapilar, iki panel arasina sikistinilmig politiretan kopiikler sayesinde mikemmel ses emilimi saglar ve mikkemmel ses

yalitmina sahiptir,

Kapi kenarlar kolay ayarlanabilir ve kolay bir iscilik saglar.

Kapi yizeyindeki koruma filmleri sayesinde, 6mur boyu renk degistirmez, stirekli canl ve glizel bir gériiniim saglar.
Kapilar genis kilit araligi sunar. Kapi kilidi merkezi mesafesi 45-70 mm arasindadir.

Otomatik mentegse isletme yontemi sayesinde, farkli menteselerin montajlari icin de uygundur,

Cesitli ebatlariyla, her misterinin istegine uygun olan kapilar, kolayca montajlanir.

Our SMC room doors are shock resistant. It doesn’t change it’s shape in time. It’s appearance is very modern and isola-

tion is good. It’s fire proof. It doesn’t corrode.

The doors provide perfect noise absorbency thanks to polyurethane foams, which are pressed between two panels. This

offers great sound insulation.

The door edges are adjustable and provide easy work.
Thanks to its protective film on door surface, it doesn’t change it’s color during life time and provides an appearance

with vivid color.

The doors offer a wide lock clearance. The space between door and lock center is between 45 and 70 mm.
Thanks to the method of automatic hinge, it’s suitable for various hinges’ assembly.

I'he doors include various dimensions, are suitable for custom tailored versions.
) Ahsap i Ahsap Ahsap
Fildisi (Acik) I (Orta) (Koyu)
Ivory Wood " Wood Wood
(Light) | (Middle) (Dark)

POZIT KAPININ AVANTAJLARI (ADVANTAGES OF COMPOSITE DOOR)

Door outer surfaces are made of SMC panels filled with polyisocyanate (PIR), fireproof offering higher

heat resistance and sound insulation thanks to polyurethane fill

» Door panels are made with design and in colors made on demand, coated with UV therefore no paint is
required

¢ wholly manufactured of 30% fibre glass and carbon fiber, A class, and of UL 94 B Class fireproof SMC raw
material

» |t offers higher resistance compared to steel doors

* Resistant to all weather conditions. Offers high sound and heat insulation

Kopuk Pervaz
Su gegirmez, Dayankl
Foam Jamb
Water Proof, Strong

SMC Giiclendirme Paneli
SMC Strengthening Panel

Kenar yapist su sizdirmaz.

Orijinal Fan Goérintisd -
Jamb Structure is Leak-Proof

Original Fan Image

BANYO KARISI (BATHROOM DOOR)

SMC Banyo ve Tuvalet kapilari elit ve estetik goriintisiiyle banyo ve tuvaletlerin havasini degistiriyor.

SMC kapilar isi1 direnci saglar, iz birakmaz ozelligi vardir,

PVC képlik sayesinde, sizdirmaz ozelliklidir, su gecirmez, deformasyona ugramaz, asgindirici degildir.

Liiks kapilarimizin ortasinda, POLIURETAN sert kopuk bulundugundan, sese karsi Ustiin performans saglar.

Ekonomik kapilarimiz ekstriizyon takviyesiyle, kapi araligini hafifletip fiyati avantajli hale getirir.

Olagantsti 6zellikteki bu kapilar boyanma ihtiyaci duymaz.

Kolay kurulanmasindan dolay, kilitler ve menteseler cok kolay bir sekilde kapiya monte edilir.

Kapilarin altindaki, plastik enjeksiyon havalandirma panjurlarindan dolay, D057 kapilari banyo havalandirma ihtiyaglarina gok

kolay bir sekilde cevap verecektir.

SMC Bathroom and Toilet Doors, with their elite and aesthetic view, give good image.

SMC doors are heat resistant and leave no traces.

By the help of PVC foam, they are leak-proof, waterproof and they can’t be deformed and they aren’t abrasive either.

In the middle of our doors there is a PU solid foam, so our doors perform well against the noise.

Our economical doors, with the reinforcement of extrusion, ease the doorway and make the price much more convenient.
These extraordinary doors require no painting.

Thanks to their fast drying, the knuckles and locks can be installed easily to the door.

Under the doors by the help of the plastic injection ventilation blinds, DO57 doors respond easily to your bathroom ventilation

requirements.
Ahsap Ceviz Beyaz
(Kirmizi) Rengi Mese Beyaz
Wood Walnut White White
(Red) Color Oak



l URUNLERI (DOOR PRODUCTY)
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Pl KASALABI (DOOR FRAMEY)
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DF001 (10,5¢m) DFO02 (15,5¢cm) DFOO03 {13,5¢m) DF0O04 (14,5¢cm)  DFOOS (16cm) DF006 (16cm) DFOO07 (10,5¢cm) DF0O08 (16cm) DFOO083 (16cm) DFO10 (9cm-12cm)  DFO11 (12cm-15cm)  DF0O12 (15cm-26cm)
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FABRIKA (FACTORY)
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SERTIFIKALARIMIZ (OUR CERTIFICATES)

Sertifika

UNIVERSAL

TS EN 1090-1:2009+A1:2012 (TR)

E
:
<
2

Certificate

150 5001:2008

A TOvRrainiang

FOC

CERTIFICATE

Y CERTIFICATION

1:2 7
OHSAS 18001:2007 Ny P

FACTORY PRODUCTION CONTROL

FABRIKA 0 1 KONTROLT!

e Cenificate OF Conformity (System 2+)
Uygunluk Belgesi (Sistem 2+4)

KN 1088 1:30001 A B30
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1989 yilinda Nevzat Kahveci tarafindan kurulan Kahveci Otomotiv, glintimtize 44(
kadar VOLVO, SCANIA, MAN, MERCEDES, DAF, RENAULT ve IVECO kamyon ve tirlar * *
icin yliksek kalitede yansanayi kaporta pargalar tiretme konusunda, Tiurkiye ve  »
Diinya’da lokomotif firma konumuna gelmistir. * Bkl ¥

Kahveci Otomotiv/TBP was founded by Nevzat Kahveci that specialized in man- >
ufacturing high quality aftermarket truck body parts for VOLVO, SCANIA, MAN,
MERCEDES, DAF, RENAULT and IVECO since 1989. It has become the locomotive EURD TRUCK BODY PARTS (
company for truck body parts in the world.

KAHVECI KIMYA —

2015 yilinda Kahveci Otomotiv blinyesinde kurulan Kimya firmamiz, SMC ve
BMC kompozit Uretimi icin son teknoloji, full otomasyoniu SMC & BMC Uretim
makinesi mevcuttur. Misterj beklentileri ve istekleri dogrultusunda insan inisiyat-
ifinde olmadan, hata olasiligi minimum seviyede, standart kalitede, istenilen her
ozellikte, her renkte SMC & BMC kompozit malzeme Uretilmektedir.

Our Chemical Company founded in 2015 by Kahveci Otomotiv. The latest tech-
nology, full automation SMC & BMC production machine is available for SMIC and

BMC composite production. SMC & BMC composite material is produced without i C

human initiative, error probability minimum, in standard quality, in every color ~LLC
and feature in the direction of customer expectations and desires. l= F‘/]

3. Organize Sanayi Bolgesi 13 Nolu Sk.

NEVKA COMPOSITE HOUSE

2014 yilinda Kahveci Otomotiv biinyesinde kurulan Nevka; Kompozit Ev, Kon-
teéner, Mush-Room Ev, 3D Panel, Banyo, Kapi ve Foseptik Tank hizmeti vermek-
tedir.

Nevka Composite House founded in 2014 by Kahveci Otomotiv. Our company
produces Composite House, Container, Mush-Room House, 3D Panel, Bathroom,
Door, Septic/Water Tank and various special products.

1996 yilinda Kahveci Otomotiv blinyesinde kurulan KTP; SMC, Plastik, Sa¢ ve
Metal, Enjeksiyon kalip imalati yapmaktadir. Ayrica 5 Axis Lazer Kesim maki-
nasini binyesinde bulunduran KTP; Ustlin hiz, dogruluk ile 3D pargalari isleme
hizmeti de vermektedir. St saglarda 15mm - Paslanmaz sagta, 8mm - Aliminyum
sacta 6mm kalinlklari kesebilmektedir.

KTP founded in 1996 by Kahveci Otomotiv. The company manufactures SMC,
Plastic, Sheet Metal and Metal Injection molds. It also has 5 Axis laser cutting
machines. It processes 3D parts with superior speed and accuracy. It can be cut
15mm for St Sheet Metal, 8mm for Stainless Sheet Metal and 6mm for Alumi-
num Sheet Metal.

No: 19 42300 Selcuklu/Konya, TURKEY
Tel: +90 332 239 14 00 | Fax: +90 332 239 14 14
www.kahveci.com.tr | www.nevkacomposite.com
info@kahveci.com.tr | info@nevkacomposite.com
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